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Cable Hauling

Installation of strand #2 was ongoing today at the North & South saddles of the West end. Warren Collins
was covering the instalation on the South side in the mornin. See his diary for additional observations.
The list of labor includes the crews working at both the North & South saddles.

*********
Installation of strand #2 at W2 deviation saddle North:
- At 07:00, strand installation continued where they left off yesterday.
- From 08:00 until 09:00, they needed to go back and re-work some areas where some wires were
crossing. They used the porta-power to slightly separate the divider plates, removed the blocking in the
area, corrected the wire crosses, and then drove the blocking back in tight.
- At 09:45, installation was complete.
- I did a final inspection after installation was completed. There was one area about 1.5m in length where
some of the wires migrate and bunch a little, with some of the underneath wires partially popping out
visible at the surface. However, it appeared as if no wires were crossing. The check against the
previously marked inspection line showed that the strand height was mostly between 58 to 60mm. In the
1.5m area mentioned above, the height of some individual wires was as much as 62mm.
- After the installation was complete, the crew started to install the adjustment jacks.

*********
Tower saddle:
From 10:00 until 11:10, I went to the Tower saddle to mark the inspection lines prior to the start of Tower
saddle installation. Saman and I marked the inspection lines 63mm above the bottom of the trough.

*********
Installation of strand #2 at W2 deviation saddle South:
- Warren planned to leave to do other work, so I covered the installation at the W2 deviation saddle South
from 11:30 until the end of the shift at 15:45.
- When I arrived at the South W2 saddle, the installation was about 3/4th complete, but they had a couple
of issues with the installation. Warren stayed for a while to make sure I was up to speed on the
particulars. They had some issues with crossing wires in the last 2m of the installed strand. Also, there
appeared to be crossing wires in the area where the strand was just entering the trough (see attached
photo). Karsten and Adam Roebuck came to the site to try to help them correct the issue.
- They worked until 13:35 trying to resolve the issue, and then ABF decided to remove the strand back to a
point where the installed strand was good. They removed about 2.2m of installed strand.
- At 13:50, the wire issues were resolved, and they started to re-install the strand (see attached photo).
- At 15:35, the installation was complete.
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- I did a final inspection after installation was completed. There was one area about 0.7m in length where
some of the wires migrate and bunch a little, with some of the underneath wires partially popping out
visible at the surface. However, it appeared as if no wires were crossing. The check against the
previously marked inspection line showed that the strand height was mostly between 58 to 60mm. In the
0.7m area mentioned above, the height of some individual wires was as much as 62mm.
.

Bid Item: 067 C-PWS-001.06704-0120F4 Install & Adjust PWS 1-5

AMERICAN BRIDGE/FLUOR, A JV

Attachment

After photo - Wire configuration appeared OK when installation re-
started

Before photo - Crossing wires in strand when entering trough (this was
later removed)
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